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Baseline Document Change Announcement

Standard Specifications, Subsection 808.03
Total Oxide Requirements

BDCO1S-7
April 9, 2001

SUBJECT: Revision to the 1996 Standard Specifications as amended by the 1998 Supplemental
Specifications, Subsection 808.03 Construction Requirements to raise pH value of
soil

The revision to Subsection 808.03 Construction Requirements IS made to correct text that
recommends the amounts of total oxides (calcium and magnesium) necessary to control pH levels of
soil. Currently the unit of measurement is specified as kilograms per hectare. This needs to be
rewritten to reflect the correct unit of measurement of megagrams per hectare. Therefore, the
following revision is incorporated in Standard Input (S198 DOT2):

808.03 Construction Requirements.
THE THIRD PARAGRAPH IS CHANGED TO:

Recommended amounts (megagrams per hectare) of total oxides (calcium and magnesium) to raise the pH of a 100-
millimeter layer of different soil textural classes to approximately 6.5 are as follows:

Instructions to Designers

The revision shall be“effective immediately. The revision will be incorporated by the respective
Specification Development. Group responsible for preparing the Special Provisions, therefore,
designers-need not insert these changes in the Standard Input.

Distribution-and Announcement Access Information

This announcement is being distributed electronically to our in-house staff and various public agencies
based on ourStandard Specifications distribution list maintained by the Engineering Documents Unit.

Internet access to this BDC Announcement can be downloaded and viewed from the following New
Jersey Department of Transportation Web Page:

http://www.state.nj.us/transportation/cpm/BaselineDocuments/bdcdownloads.htm.

In-house staff can copy or view the above-mentioned files in the QM shared area on the NJDOT-FA-
NTS7 server. To access this area, open Windows Explorer on an NJDOT Network Computer. Go to



http://www.state.nj.us/transportation/cpm/BaselineDocuments/bdcdownloads.htm#BDC01S7

the drop down menu labeled Tools, and then select Map Network Drive. In the path box type in
\\NJDOT-FA-NTS7\QM, then click on the OK button. All files are located in the
QM\BDC Announcements\BDC 01 Folder. Standard Input (S198 DOT?2) files are located in the
QM\Reference Documents\Standard Input folder.

Hard copies of this document can be acquired on a limited basis by contacting:

Engineering Documents Unit
E&O Building, 1% Floor
1035 Parkway Avenue, PO Box 600
Trenton, New Jersey 08625-0600
Phone: (609) 530-5587
Fax:  (609) 530-6626
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